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Abstract— On-board restoration of underwater images on
embedded platforms such as marine drones is faced with many
obstacles including image quality and real-time constraints.
Confrontations met on the way vary from views to solution
methods depending on the goals, such as underwater vehicle real-
time control and positioning or underwater object recognition. In
this research, five algorithms for underwater image restoration
were studied and evaluated. In order to evaluate the quality of
the performing algorithms nine evaluation criteria were used.
Split into two types, the no reference metrics assesses only the
quality of the image results, while the full reference criterion
uses a reference image to estimate it. The calculation of these
criteria allows each algorithm to be compared. Furthermore, the
possibility to optimise algorithms in order to make them applica-
ble to meet real-time requirements on embedded platforms was
investigated.

I. INTRODUCTION

The aquatic domain is still insufficiently researched today.
More than 80% of the very deep areas remain unexplored, and
the environmental conditions complicate underwater research
[12]. At depth of only 150 meters, 99% of the sunlight
is being absorbed [4]. From the perspective of underwater
image processing, the concept of distance is different. Apart
from light reflections a certain part of the color spectrum
is absorbed. Further, rocking sea usually makes the image
unreadable and unusable.

Nowadays, many programs can improve the quality of
underwater images. Most of the research in the depths of the
oceans is conducted with underwater vehicles. Those vehicles
use cameras for auto positioning. However, to make the best
usage of the images, they should be processed immediately.
Thus, there is a real time constraint, as the speed of underwater
data transmission is limited, and on-board processing is re-
quired. To enable real-time processing, all algorithms built into
the underwater vehicle should be applicable in this context.
In addition, quality results are essential for effective image
processing, as recognition or object detection.

To address this problem, Our objective in this paper was
to improve the quality of underwater images by applying the
algorithms and afterwards to evaluate their real-time perfor-
mance. In order to achieve that, approach used was to study
five different algorithms and evaluated with nine evaluation
criteria. Following that, the possibility of real time application

was investigated, and the algorithms were optimized when it
was possible.

The rest of the article is organised as follows. Section
II presents the background and related work. Section III
describes the approach presented in this paper for evaluating
underwater image restoration algorithms, and section IV shows
the obtained results. Section V concludes the article and
discusses future work.

II. BACKGROUND & RELATED-WORK

Extensive research has been done to compare underwater
image restoration algorithms with various criteria. Hou et al.
[7] presented eight criteria to evaluate their proposed algorithm
and compare it to the existing ones. However, the solution is
subjective and does not differentiate which one is the best.
The approach used in this work is to objectively compare
existing solutions, and also to be able to evaluate their real-
time performances.

A. Algorithms

For the case study five algorithms were chosen: Underwater
hazelines [3], Local color mapping and color transfer [13],
Fusion enhancing [2], Backscatter removing [19], and Au-
tomatic red-channel underwater image restoration [5]. These
algorithms use different means to enhance an underwater
image.

1) Underwater Hazelines: The main idea given by Berman
et al. [3] permeated through this algorithm is that in each color
channel c ∈ R,G,B the image at each pixel is composed of two
components, attenuated signal and veiling light, which can be
seen in Equation 1:

Ic(x) = tc(x)Jc(x) + (1− tc(x)) ·Ac (1)

Where bold denotes vectors, x is the pixel coordinate,
Ic is the acquired image value in color channel c, tc is
the transmission of that color channel, and Jc is the object
radiance that needs to be restored. The global veiling-light
component Ac is the scene value in areas with no objects
(tc = 0,∀c ∈ {R,G,B}).



2) Local color mapping and color transfer: Protasiuk et al.
[13] describe an approach which uses two methods together.
The algorithm compares each pixel with a set of pixels whose
underwater colour is already known. It computes and matches
the co-variance of the input image and of a reference image.
The both criteria are found in their objective function 2:
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A third term has an aim to find the parameters A and b for
which the function is minimal. They used a third term to scale
the red color channel, furthermore to scale the function they
used lambda parameter.

3) Fusion enhancing: Ancuti et al. [2] propose an alterna-
tive single image solution based on the principles of multi-
scale fusion. It aims at a simple and fast approach, capable
of increasing the visibility of a wide variation of underwater
videos and images. The framework mixes specific inputs and
carefully chooses weights to overcome the limitations of such
environments. This is generally true for underwater scenes
properly lit by natural light.The enhancement strategy consists
of three main steps: input assignment (derivation of inputs
from the original underwater image), definition of weight mea-
sures and multi-scale fusion of inputs and weight measures. In
Equation 3 the enhanced image version R(x, y) is obtained
by fusing the defined inputs with the weight measures at every
pixel location (x, y):

R(x, y) =

K∑
k=1

W̄ k(x, y)Ik(x, y) (3)

4) Backscatter removing: Zhang and Chau [19] proposed
to remove the baskscatter phenomena on the image. To ac-
complish that, the authors use the technology of fusion. They
separate the input image into a reflectance and illuminance
image. After that, the color and haze on the two images are
corrected. In this way they applied gaussian and laplacian
pyramid based on multi scale fusion. The general procedure
diagram of backscatter removing algorithm is shown in Fig-
ure 1.

5) Automatic red-channel underwater image restoration:
Galdran et al. [5] explain that the sea has the properties to
distort light and absorb specific wavelengths. They proposed
an approach to restore an underwater image by finding missing
colours. The red channel method is based on the work of dark
colour channel which uses it for degrading an image with haze
gained from atmospheric model.

Fig. 1: The general procedures of objects visibility enhance-
ment process

B. Evaluation criteria

In order to evaluate the quality of the image provided by
each algorithm, it is necessary to determine the evaluation
criteria. In this work, the evaluation criteria presented in [7] for
the quality assessment was used. They are Blind/Referenceless
Image Spatial Quality Evaluator (BRISQUE) [9], Naturalness
Image Quality Evaluator (NIQE) [10], Underwater Image
Quality Measures (UIQM) [11], Peak Signal to Noise Ratio
(PSNR), Visual Information Fidelity (VIF) [15], Information
Fidelity Criterion (IFC) [16] and Structural Similarity (SSIM)
[18] based on [7]. Then two other criteria are added: the
Second Norm or Euclidean distance [8] and Mean Square
Error (MSE) [14]. The metrics are separated into two types,
the full reference and no reference.

1) Full reference criteria: Full reference criterion com-
pares two images using mathematical calculations. The first
parameter is the image obtained by the algorithm that is being
evaluated and the second parameter is the reference image. In
this case the reference image is the original.

For the full reference criterion the most important is MSE
which denotes the average difference of the pixels all over
the image. A higher value represents a significant difference
between the images, i.e. the image gained with the algorithm
is far from the original (reference) image. PSNR is a measure
of image distortion, it measures the ability to remove noise
from an image. Higher value of PSNR means better image
quality. SSIM is normally employed to measure the recovered
information of light, contrast and structure. This is related to
Universal Quality Image (UQI) [17] criteria, and like previous
criterion, it is better if the value is high. VIF is an image
quality evaluation index proposed by combining natural image
statistical model, image distortion model and human visual
system mode. IFC is used for image quality assessment using
natural scene statistics and the notion of image information
extracted by the human visual system. High VIF and IFC
values mean good results.

2) No reference criteria: No reference metrics evaluates the
quality of a single image based on mathematical calculations.
Hence, the only parameter is the image from the algorithm
that needs to be evaluated.

The no reference criteria have fewer terms. BRISQUE
measures the image quality by using locally normalized light
coefficients which were used to calculate the image features.
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